CWDM-Mux-Demux-4-LC

OptiCin

CWDM mynbTunnekcop/aemMynbtunnekcop, 4 kasana, 1550-1610um, LC, 19"

MynbTMNNEKCOP/AEMYNbTUNIEKCOP NPeAHa3HaAYeH ANs CO3AaHMs 4-X KaHaNoB BYXCTOPOHHEN CBSA3M MO

[IBYXBOJIOKOHHOMY OMNTUYeckoMy kabento. Mpubop npeaHasHaueH Ansi COBMECTHOM paboTbl C MCTOYHUKAMU
CWDM curHanoB ¢ gnvHamu BonH 1550,1570,1590,1610HM. MynbTunnekcop/aeMynbTUnaekcop

NpeacTaBnAaAeT n3 cebst naccnBHoe YCTPOﬁCTBO.
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TexHUYECKHE XAPAKTEPUCTHKH:

Parameter
Operating Wavelength (Mux) 1550,1570,1590,1610
Operating Wavelength (DeMux) 1550,1570,1590,1610

Channel Number

8 Channel, 4 wavelengths

Fiber Type SM
Channel spacing 20nm
Center Wavelength Accuracy +2nm
Bandwidth @ -0.5dB > 15
Insertion Loss(excluding connector loss) <1.4dB
Directivity > 55dB
Optical Input Return Loss = 45dB
Adjacent Channel Isolation > 30dB
Non-Adjacent Channel Isolation > 40dB
Polarization Dependent Loss <0.1 dB
Polarization mode dispersion <0.1 ps
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Temperature Dependent Loss(0 to 70°C) <0.45 dB
Optical Power Handling = 300mw
Storage/Operating Temperature -30 to +85°C

Connector Type

4 pcs LC/UPC duplex + 1
pcs LC/UPC duplex
adaptors

Packaging Dimension

19” 1U-height Patch
panel type
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